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m  360° air flow: guarantees uniform temperature distribution for perfect
coverage of the space.

®  Fresh air inlet: a ventilation motor can be installed in the external duct
which, thanks to the indoor fan, introduces and increases the volume of
fresh air.

® Integrated discharge pump: the discharge pump makes it possible
to remove condensation up to a height of 750mm. It guarantees the
installation of the drainage pipes in any space.

56



HNRE@Oa

2
ECNLEARSGSY . ggxﬁ%{%RGY UQLJFEA% D\AGNOS\S FRUEVSETAIF({JTN LOUVER POS\TION AUTO SWING FOLLOW ME - E
SYSTEM ey g_)
IYYS cae (75
QEANEE S
p—
WEEKLY INDEPENDENT SLEEP AR FLOW REFRIGERANT EASY Included Optional Optional (=)
TIMER DEHUMIDIFICATION MODE 360° DETLEE(%ON INSTALLATION RG67N KJR-120G2 KJR-120X E
KJR-120X2 |
(9p)
SYSTEM 18K cassette 24K cassette =
Cooling Capacity KW 5.20 (2.60~5.70) 7.05 (3.20~7.90) 5
Heating Capacity KW 5.50 (2.30~5.80) 7.20 (2.80~8.80) —
Heating Capacity to -7 °C kw 3.90 5.40 8
Heating Capacity to -10 °C kW 3.90 5.00 1
Heating Capacity to -15 °C kW 2.20 3.70 <—E
Theoretical Thermal Load (PdesignC) kw 5.20 7.05 Sﬁ)
Theoretical Thermal Load (Pdesignh) kW 4.70 5.30 %
Theoretical Thermal Load (Pdesignh) mid-season kW 4.70 5.90 —
SEER/SCOP (mid-season)/SCOP(warm season) W/W 6.9/4.0/5.1 6.1/4.0/51 (@)
Energy Efficiency Class - At++/ A+ A+++ A++/ A+ A+++ o
Indicative annual energy consumption kWh 264 /1645/1290 405/1855/1620 '3_:
EER/COP W/W 3.34/3.74 2.95/3.93 S
Nominal current draw (Cooling) A 7.7 9.9 —
Nominal power draw (Cooling) w 1700 2180
Nominal current draw (Heating) A 6.8 8.4
Nominal power draw (Heating) W 1500 1830
OUTDOOR UNIT 38QUS018R8S 38QUS024R8S
Operating Range (Cooling) {0 -15~50 -15~50
Operating Range (Heating) {0 -15~24 -15~24
Power supply = 220~240V / 50Hz / 1Ph 220~240V / 50Hz / 1Ph
Nominal current A 10.0 135
Nominal power w 2200 2950
Quantity of refrigerant (R32) kg 1.35 1.50/1.012
Liquid/Gas pipes mm (inch)  ®6.35/®12.7 (1/4”/1/2") ©9.52 / ®15.9 (3/8” / 5/8")
Standard pipe length m 5 5
Min. pipe length m 3 3
Max. pipe length m 30 50
Max. drop m 20 25
Additional refrigerant load g/m 12 24
Sound power level dB(A) 65 67
Sound pressure level dB(A) 57 61
Air flow m3/h 2100 2700
Weight (net/gross) kg 35.5/38.5 49.5/53.0
Dimensions (LxWxH) mm 800x333x554 845x363x702
Package (LxWxH) mm 920x390x615 965x395x775
INDOOR UNIT 42QTD018R8S 42QTD024R8S
Nominal power w 58 141
Max. nominal current A 0.33 0.80
Sound power level dB(A) 57 61
Sound pressure level (high/med/low) dB(A) 45/40/37 46/43/40
Air flow (high/med/low) m3/h 1040/870/ 760 1380/1200/1030
Unit weight (net/gross) kg 21.5/25.0 24.0/28.0
Panel weight (net/gross) kg 6.0/9.0 6.0/9.0
Unit dimensions (LxWxH) mm 840x840x205 840x840x245
Unit package (LxWxH) mm 900x900x217 900x900x265
Panel dimensions (LxWxH) mm 950%950x55 950%x950x55
Panel package (LxWxH) mm 1035x1035%90 1035x1035%90

Due to our policy of continuous product improvement, the features and data reported above may be subject to change without prior notice. The images of products and accessories are indicative. 57



